
the BOWIE tribute - stageplot 2024
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THE VENUE DELIVERS
(see also channel plan and spec list)
STAGE (6 by 10 m.)
STAGE LIGHTING
RAISERS FOR DRUMS (2 by 3 m., height 40 cm.) 
RAISERS FOR KEYS (2 by 2 m., height 20 cm.)
22 WEDGES
1 DRUM SUB
4 VOCAL MICS (BETA 58A or equivalent)
6 DI BOXES
POWER ON STAGE (GROUNDED)
STAGE READY FOR BACKDROP

FRONT OF HOUSE
PPeter Brander +45 4057 2536
BAND CONTACT
Lars Bertelsen +45 2014 4830
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CHANNEL PLAN

1: BD IN
2: BD OUT
3: SN UP
4: SN DOWN
5: HH
6:6: TOM 1
7: TOM 2
8: TOM 3
9: OH L
10: OH R
11: BASS
12: ELECTRIC GTR (John Kenneth)
13: ELE13: ELECTRIC GTR (Michael)
14: ACOUSTIC GTR (Michael)
15: KEYS L
16: KEYS R
17: VOCAL (Vibeke)
18: VOCAL (Michael)
19: VOCAL (Søren)
20:20: VOCAL (John Kenneth)
21: TRACK 1
22: TRACK 2
23: TRACK 3
24: TRACK 4
25: 
26: VOCAL (Lars)

10 SENDS

SEND 1: XLR to in-ear (John Kenneth)
SEND 2: XLR to in-ear (Jenny)
SEND 3: 2 WEDGES (Michael)
SEND 4: XLR to in-ear (Michael)
SEND 5: DRUM SUB (Lars)
SEND 6:SEND 6: XLR to in-ear (Lars)
SEND 7: XLR to in-ear (Søren)
SEND 8: XLR to in-ear (Frank)
SEND 9: XLR to side fill L
SEND10: XLR to side fill R

THE BAND BRINGS

MIXER, Midas M32R Live
STAGE BOX, Midas DL32
CAT6 MULTI CABEL
DRUM MICS
GUITAR MICS
ALALL CABLES ON STAGE
Full IN EAR system on stage
2 SIDE FILLS

BACKDROP (3 by 6 m.)

THE VENUE DELIVERS
(see stageplot)

STAGE (6 by 10 m.)
SSTAGE LIGHTING
RAISERS FOR DRUMS (2 by 3 m., height 40 cm.) 
RAISERS FOR KEYS (2 by 2 m., height 20 cm.)
2 WEDGES
1 DRUM SUB
4 VOCAL MICS (BETA 58A or equivalent)
6 DI BOXES
POWER ON POWER ON STAGE (GROUNDED)
STAGE READY FOR BACKDROP
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FRONT OF HOUSE
Peter Brander +45 4057 2536

BAND CONTACT
Lars Bertelsen +45 2014 4830
lars@thebowietribute.com
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channel plan and spec list 2024


